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Introduction 


a.  Projegt  Objectives 

The  Phase  8 Mine  Seal  Project  was  undertaken  to  eliminate 
the  public  safety  hazards  resulting  from  unreclaimed  mine 
openings  at  several  abandoned  hardrock  mines  in 
Beaverhead  County,  Montana.  Closure  of  dangerous  shafts 
and  adits  through  backfilling,  bulkhead  installation, 
and/or  fencing  was  accomplished  to  eliminate  accidental 
entry . 


B . Project  Location 

The  project  covered  seven  sites  located  approximately 

(->£  Dillon,  Montana,  in  the  Bannack  and 
Blue  Wing  Mining  Districts.  Legal  descriptions  are 
listed  below  and  site  locations  are  shown  on  the  vicinity 
map  contained  herein. 


Bannack  Mining  District 


Apex  Mill  Site 

T8S 

R11W 

Sec . 

6 

SE 

Beaverhead  Lode  Site 

T8S 

R11W 

Sec . 

5 

SW 

Bluegrass  Lode  Site 

T8S 

R11W 

Sec . 

5 

SW 

Gold  Bug  Lode  Site 

T8S 

R11W 

Sec . 

5 

SE 

Hand  Placer  Site 

T8S 

R11W 

Sec . 

5 

SE 

Hanson  Properties  Site 

T8S 

R11W 

Sec . 

8 

NW 

Blue  Wine  Minins  District 

Del  Monte  Site 

T7S 

R11W 

Sec . 

28 

SW 

C . History 

Hardrock  mining  has  taken  place  in  Montana  since  1862  and 
was  essentially  unregulated  from  a reclamation  standpoint 
for  over  one  hundred  years.  This  resulted  in  thousands 
of  hazardous  shafts  and  adits  in  mining  districts  across 
the  state. 

A brief  history  of  the  Bannack  and  Blue  Wing  Mining 
Districts  follows.  Where  production  statistics  are 
available  for  individual  sites,  they  are  noted. 

Placer  gold  was  discovered  in  1862  in  the  Bannack  Mining 
District  but  was  abandoned  until  the  Graeter  ditch  was 
completed  in  1866.  In  1895  the  first  successful  dredge 
in  the  United  States  was  launched  at  Bannack  and  three 
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others  followed.  The  first  quartz  mine  in  Montana  was 
discovered  here  in  1862.  By  1870,  4 mills  were  built  but 
were  later  dismantled.  A cyanide  plant  was  built  in  1914 
and  a stamp  mill  in  1920.  Total  gold  production  to  1930 
is  estimated  at  $12,000,000. 

Bluegrass  & Gold  Bug  Lodes  - Combined  these  mines  are 

reported  to  have  produced  $550,000. 

The  Blue  Wing  District  is  one  mile  north  of  Bannack  and 
was  discovered  in  1864.  It  has  produced  about  $2,000,000 
in  silver  but  the  ore  was  not  free  milling. 


D . Site  Description  And  Problems 


The  sites  included  in  this  project  are  located  near 
residential  areas,  historic  sites,  close  to  public  roads 
and  in  recreation  areas.  All  mine  openings  threatened 
public  safety.  The  shafts  involved  were  of  depth  great 
enough  to  prevent  unaided  escape  upon  entry.  Adits  were 
reclaimed  or  bulkheaded  to  protect  the  curious  from 
unsuspected  dangers. 


II.  Description  of  Project  Reclamation 
A.  Project  Planning 

Backfill  was  recommended  for  all  mine  openings  to 
permanently  eliminate  the  hazards.  Many  landowners 
refused  to  allow  this,  insisting  instead  on  accessing 
bulkheads  or  fencing.  These  techniques  do  accomplish  the 
goals  of  preventing  accidental  entry  but  are  semi- 
permanent in  nature  and  may  require  maintenance  in  the 
future. 


B.  Chronological  History 

Pre-Bid  Conference 
Bid  Opening 
Contract  Award 
Contract  Awarded  To: 


July  19,  1984 
August  3,  1984 
August  15,  1984 


Herbert  Russell  Construction 
Star  Route  2,  Box  240 
Nye , Montana  59061 
(406)  328-8442 
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Pre-construction  Meeting 
Notice  to  Proceed 
Began  Work 
Project  Completed 


August  29,  1984 
September  4,  1984 
September  5,  1984 
October  19,  1984 


C . Equipment 

Dynamite  for  blasting  post  holes 

D . Construction  Operations 

The  Contractor  dug  and/or  blasted  holes  for  post 
placement.  Combination  wire  and  wooden  jackleg  fence 
were  installed  as  specified.  Mine  openings  were  closed 
by  backfilling  and  installing  a steel  door 

III.  Cost  Summary 

A . Final  Payment  Request 

A copy  of  the  Final  Payment  Request  is  contained  in 
Appendix  A.  That  document  contains  the  final  quantities 
and  costs  for  each  work  item. 

B . Change  Order 

No  Change  Orders  were  executed  during  the  course  of  the 
project . 

C . Cost  Per  Site  / Unit 

The  following  summary  describes  the  work  performed  (with 
estimated  and  measured  quantities)  and  the  total  cost  for 
each  site: 


1.  Apex  Mill  Site 


$21,617.00 


a.  Install  jackleg  fence  (162.4  rods) 

b.  Install  steel  door  (5’x  4’) 

c.  Seed,  fertilize  & mulch 


2.  Beaverhead  Lode  Site 


$ 435.00 


a.  Backfill  2 shafts  (178  c.y.) 

b.  Seed,  fertilize  & mulch 
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3.  Bluegrass  Lode  Site 

a.  Install  wire  fence  (54.3  rods) 

b.  Install  hazard  signs  (12  each) 

c.  Seed,  fertilize  & mulch 

4.  Gold  Bug  Lode  Site 

a.  Install  wire  fence  (36.2  rods) 

b.  Install  hazard  signs  (10  each) 

c.  Seed,  fertilize  &.  mulch 

5.  Hand  Placer  Site 


$ 2,341.00 


$ 1,758.00 


$ 2,520.00 


a.  Backfill  1 adit  and  1 shaft  (137  c.y.) 

b.  Install  wire  fence  (39.2  rods) 

c.  Install  hazard  signs  (12  each) 

d.  Seed,  fertilize  & mulch 

6.  Hanson  Properties  Site  $ 3,189.00 

a.  Install  wire  fence  (65.5  rods) 

b.  Install  hazard  signs  (15  each) 

c.  Seed,  fertilize  & mulch 


7.  Del  Monte  Site  $ 1,762.00 

a.  Install  wire  fence  (29.3  rods) 

b.  Install  hazard  signs  (8  each) 

c.  Seed,  fertilize  & mulch 


Total  Project  Cost 


$ 33,622.00 


IV.  Summary 

A . Completed  Reclamation 

The  required  work  was  completed  within  the  Contract  time 
allowed . 

The  project  resulted  in  the  complete  plugging  of  some 
adits  and  shafts  and  limits  access  to  other  adits  and 
shafts  by  installed  door  and  fences.  Revegetation  of 
disturbed  areas  was  also  accomplished. 


Page  5 


B.  Comments 


The  Contractor  completed  the  work  as  specified. 

Monitoring  of  all  sites  should  be  undertaken 
periodically  to  insure  all  backfilling  and  fencing  work 
and  revegetation  efforts  remain  intact. 


Slides 

The  slide  log  and  slides  are  contained  in  Appendix  B. 
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APPENDIX  A 


FROM 


PAYMENT  REQUEST  NO. 
September  1,  1934 


1 (Final) 


rf 

'0  October  18,'  1984 


PROJECT  NAME  MINE  SEAL  ?R0J^CT,  PHASE  3 - BANNACK 

LOCATION  BEAVERHEAD  COUNTY.  MONTANA PROJ.  NO.  T F3  419Q-G 

NAME  OF  CONTRACTOR  HERBERT  RUSSELL  CnriSTRt'CT I QT/ADDRESS  Rpv  ?4Q  STAR  ROUTE  2 


CHANGE  ORDERS 

CONTRACT  STATUS 

No. 

Description 

Amount 

Tota  1 
Amount 

Completed 

Amount 

Uncomp  1 eted 
Amoun : 

Per  Cent 
Comp] e te 

29,653.92 

33,621.92 

0 

100% 

**NOTE : Se 

e attached  si 

leet  for  justi 

i cation 

of 

quantity  ov« 

:rruns 

Total  Che 

inge  Orders 

-0- 



CONTRACT  TO  DATE  INCLUDING 
CHANGE  ORDERS 

29,653.92 

33,621.92 

-0-  . : 

100% 

SECURITIES  ON  DEPOSIT  $ 

ADJUSTED  RETAINAGE  S 

*For  use  only  when  securities  are  on 
deposit  in  lieu  of  10%  re ta inage. 


PLUS  MATERIALS  ON  SITE  $_ 
TOTAL  COMPLETED  TO  DATE  $_ 
*10%  OR  ADJUSTED  RETAINAGE  $_ 
TOTAL  AMOUNT  EARNED  TO  DATc  $_ 
LESS  PREVIOUS  PAYMENTS  $_ 

AMOUNT  DUE  THIS  PAYMENT  $_ 
LESS  1%  TAX  $_ 

TOTAL  DUE  CONTRACT  $_ 


33,621^2. 


no  roi  no 

t0Z  l - T7i2_ 


33.621 .92 


336.22 


33.285.70 


I certify  that  this  claim  is  correct  and 
just  in  all  respects  and  that  payment  or 
credit  has  not  been  received. 

Herbert  Russell  Construction 
( Contractor) 

By  / j it 

Date  / O / <2^  / t/-  

— ^ ? 

RECOMMENDED  BY: 

L.  C.  Hanson  Company  

( Engineer) 

By  ^7. 


Approved  By: 

Montana  Department  of  State  Lands 


p/te  /°/s/  / *4 
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MINE  SEAL  PROJECT,  PHASE  8 - 6ANNACK 


ITEMIZATION  OF  QUANTITIES  AND  COSTS 


ITEM 

DESCRIPTION 

ESTIMATED 

PLAN 

QUANTITY 

UNIT 

PRICE 

BID 

' UNI  I SUIT 
WORK 

COMPLETED 
TO  DATE 

IUTAL 
C0S1  OF 
COMPLETED 
WORK 

PERCENT 

COMPLETE  j 
1 

_1. 

BACKFILL  MINE  OPENINGS 

LUMP  SUM 

S 611.00 

LUMP  SUM 

611.00 

100 

2. 

FENCE  - JACKLEG,  WOOD  & 
BARBED  WIRE 

157  RODS 

96.37 

162.4  RODS 

15,650.49 

103 

3. 

BRACE  PANEL  - JACKLEG 
FENCE 

26  EACH 

99.02 

47  EACH 

4,653,94 

181 

4. 

BRACE  PANEL  - GATE 

5 EACH 

101.90 

6 EACH. 

611.40 

120 

5. 

GATE  - WOOD 

24  LIN  FT 

9.24 

24  LIN  FT 

221.76 

100 

1 

6. 

FENCE  - WIRE  TYPE  CW  OR 
CM 

145  RODS 

20.31 

224.5  RODS 

4,559.60 

155 

7. 

PANEL  - SINGLE  TYPE  CW 

15  EACH 

58.00 

7 EACH 

406.00 

100 

8. 

PANEL  - DOUBLE  TYPE  CW 

52  EACH 

79.97 

52  EACH 

4,153.44 

100 

9. 

PANEL  - CORNER  TYPE  CW 

5 EACH 

111.00 

5 EACH 

555.00 

100 

10. 

GATE  - METAL  4' 

30  LIN  FT 

8.27 

40  LIN  FT 

330.80 

133 

11. 

DEADMAN 

12  EACH 

10.29 

i/i  c a ru 
i-T  LnUI 

144.06 

117 

12. : 

s 

: STEEL  DOOR  (1) 

LUMP  SUM 

390.48 

LUMP  SUM 

390.48 

100 

13. 

INSTALL  STATE-FURNISHED 
SIGNS 

m 

56  EACH 

12.35 

57  EACH 

703.95 

102 

14. 

SEEDING,  FERTILIZING, 
MULCHING 

LUMP  SUM 

. 

. 625.00 

LUMP  SUM 

625.00 

100 

33,621.92 

• i 
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MINE  SEAL  PROJECT,  PHASE  8 
BANNACK  SITES 

Justification  for  Overrun  in  Contract  Quantities 


Item  2 - Fence  - Jack! eg  Wood  and  Barbed  Wire  - 

Overrun  of  5.4  rods  was  due  to  field  staked  fence  alignment  being  more 
refined  than  proposed  alignment  in  order  to  match  existing  terrain. 


Item  3 - Brace  Panel  - Jackleg  Fence  - 

To  save  as  much  vegetation  as  possible  more  angle  points  were  incorpora- 
ted into  the  fence  alignment  thus  necessitating  21  additional  panels. 


Item  4 - Brace  Panel  Gate  - 

The  fence  with  gate  configuration  tying  into  the  adit  required  one  (1) 
additional  panel. 


Item  6 - Fence  - Wire  Type  CW  or  CM  - 

Four  (4)  hazardous  mine  openings  in  addition  to  those  called  for  in  the 
Contract  were  fenced  which  required  79.5  more  rods  of  fence. 


Item  10  - Gate  - Metal  4*  - 

At  the  landowner's  request  one  (1)  more  gate  was  required  at  a fenced 
opening. 


Item  11  - Deadman  - 

Deadmen  are  installed  as  need  becomes  evident  on  construction.  Two  (2) 
were  added  on  this  basis. 


Item  13  - Install  State-Furnished  Signs  - 

Fence  configurations  are  adjusted  to  fit  existing  field  conditions  thus 
requiring  one  (1)  additional  sign. 
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APPENDIX  B 


Phase  8 Mine  Seal  Project 
Bannack  Mining  District,  Beaverhead  County 

Slide  Log 


1. 

April , 

1984 

2. 

April , 

1984 

3. 

Aug.  , 

1983 

Before : 

4. 

April , 

1984 

Before : 

5. 

Oct . , 

1984 

During: 

6. 

Oct . , 

1984 

During: 

7. 

Oct . , 

1984 

During: 

8. 

Oct . , 

1984 

During: 

9. 

Aug.  , 

1983 

Before : 

10. 

Aug.  , 

1983 

Before : 

11. 

Oct . , 

1984 

After: 

12. 

Oct . , 

1984 

During: 

13. 

Oct . , 

1984 

After : 

14. 

Oct . , 

1983 

Before : 

15. 

Aug.  , 

1983 

Before : 

16. 

Aug.  , 

1983 

Before : 

17. 

Aug.  , 

1983 

Before : 

18. 

Aug.  , 

1983 

Before : 

19. 

Oct . , 

1984 

During: 

20. 

Oct . , 

1984 

During: 

21. 

Oct . , 

1984 

During: 

22. 

Oct . , 

1984 

During: 

23. 

Oct.  , 

1984 

During: 

24. 

Oct . , 

1983 

Before : 

25. 

June , 

1983 

Before : 

26. 

June , 

1983 

Before : 

27. 

Oct.  , 

1984 

During: 

28. 

Oct . , 

1984 

During: 

29. 

Oct.  , 

1984 

During: 

30. 

Aug.  , 

1983 

Before : 

31. 

Aug.  , 

1983 

Before : 

32. 

Aug.  , 

1983 

Before : 

33. 

Aug.  , 

1983 

Before : 

34. 

Aug.  , 

1983 

Before : 

35. 

Oct . , 

1984 

During: 

36. 

Oct . , 

1984 

During: 

37. 

Oct . , 

1984 

During 

38. 

Oct.  , 

1984 

During 

39. 

Oct.  , 

1984 

During 

Bannack  from  Apex  Mill 

Bannack  from  Apex  Mill 

Apex  Mill  adit  - to  be  within  fence 

enclosure 

Apex  Mill  adit  - to  be  within  fence 
enclosure 

Apex  Mill  - jackleg  fence  construction 
Apex  Mill  - jackleg  fence  construction 
Apex  Mill  - jackleg  fence  construction 
Apex  Mill  - jackleg  fence  construction 
Beaverhead  shaft  #1  - backfill  site 
Beaverhead  shaft  #1  - backfill  site 
Beaverhead  shaft  #1  - completed 
backfill 

Beaverhead  shaft  #2  - backfilling 
Beaverhead  shaft  #2  - completed 
backfill 

Bluegrass  site  - view  of  mine 
Bluegrass  shaft  #1  - fence  site 
Bluegrass  shaft  #1  - fence  site 
Bluegrass  shaft  #2  - fence  site 
Bluegrass  shaft  #2  - fence  site 
Bluegrass  shaft  #2  - setting  charge 
to  blast  post  holes 

Bluegrass  shaft  #2  - setting  charge 
to  blast  post  holes 

Bluegrass  shaft  #2  - setting  charge 
to  blast  post  holes 
Bluegrass  shaft  #2  - blasting  hole 
Bluegrass  shaft  #2  - blasted  hole 
Gold  Bug  site  - view  of  mine 
Gold  Bug  site  - view  of  mine 
Gold  Bug  shaft  #1  - fence  site 

Gold  Bug  shaft  - augering  post  holes 

Gold  Bug  shaft  - augering  post  holes 

Gold  Bug  shaft  - augering  post  holes 

Hand  Placer  shaft  #1  - fence  site 
Hand  Placer  shaft  #2  - fence  site 
Hand  Placer  shaft  #2  - fence  site 
Hand  Placer  shaft  #3  - fence  site 
Hand  Placer  shaft  #3  - fence  site 
Hand  Placer  shaft  - augering  post  hole 
Hand  Placer  shaft  - jack  hammering 
post  hole 

Hand  Placer  shaft  - installed  post 
Hand  Placer  shaft  #4  - backfilling 
Hand  Placer  adit  - backfilling 


40  . 

Oct.  , 

1984 

During: 

Hand  Placer  adit  - backfilling 

41 . 

Oct . , 

1984 

After : 

Hand  Placer  adit  - completed  backfill 

42. 

June , 

1983 

Before : 

Hanson  Properties  site  - view  of  Gold 
Leaf  Millsite 

43. 

Oct . , 

1983 

Before : 

Hanson  Properties  site  - view  of  Gold 
Leaf  & Priscilla  mines 

44. 

Oct.  , 

1983 

Before : 

Hanson  Properties  shaft  #1  - fence 
site 

45. 

Oct . , 

1983 

Before : 

Hanson  Properties  shaft  #2  - fence 
site 

46. 

Oct.  , 

1983 

Before : 

Hanson  Properties  shaft  #2  - fence 
site 

47  . 

Oct.  , 

1983 

Before : 

Hanson  Properties  shaft  #3  - fence 
site 

48. 

Oct.  , 

1983 

Before : 

Hanson  Properties  shaft  #3  - fence 
site 

49. 

Oct.  , 

1984 

During: 

Hanson  Properties  shaft  #3  - digging 
fence  post 

50. 

Oct.  , 

1984 

During: 

Hanson  Properties  shaft  #3  - pounding 
fence  post 

51 . 

Oct.  , 

1984 

After: 

Hanson  Properties  shaft  #3  - completed 
fence 

52. 

Oct . , 

1983 

Before : 

Hanson  Properties  pit  - fence  site 

53. 

Oct . , 

1984 

During: 

Hanson  Properties  pit  - augering  post 
holes 

54. 

Oct . , 

1984 

After: 

Hanson  Properties  pit  - installed  gate 

Addendum  Site,  Blue  Wing  Mining  District 
(from  canceled  Phase  6 Mine  Seal  Project) 


55. 

Aug.  , 

1983 

Before : 

56. 

Aug.  , 

1983 

Before : 

57. 

Aug.  , 

1983 

Before : 

58. 

Aug.  , 

1983 

Before : 

Del  Monte  site  - view  of  mine 
Del  Monte  site  - view  of  mine 
Del  Monte  shaft  #1  - fence  site 
Del  Monte  shaft  #2  - fence  site 


